SOLICITATION TITLE: STRUCTURAL REPAIRS AND PROTECTIVE COATING SOLICITATION NO.: DRAFT
APPLICATORS - PREQUALIFICATION
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2.2

23

SECTION 2 - SPECIAL TERMS AND CONDITIONS

PURPOSE

The purpose of this solicitation is to prequalify bidders to participate for future pricing competition for the
provision of protective coating services project work including structural repairs, concrete protection, and
rehabilitation of water and wastewater lines and tanks utilizing protective coatings.

TERM OF CONTRACT

This contract shall commence on the first calendar day of the mgath Sycceeding approval of the contract by
the Board of County Commissioners, or designee and contingent won the completion and submittal of all
required bid documents. The contract shall expire on the last day ofthe last month of a ninety six (96) month
term.

METHOD OF AWARD

Award of this contract will be made to al s Who meet the minimum

qualifications identified below:

pQnsive, responsible bidds

Minimum Qualifications:

2.3.1  Bidder must hold a valid
license with its bid.

be an approved applicator of at least one brand of
tien 3. The bidder shall submit documentation from the manufacturer

capable ahq exgerienced in all the work described in Section 3 of this solicitation.

Bidders are required to submit with their bid a list of projects specifically involving work inside
process tanks or pipelines (OSHA defined enclosed work spaces) at water and wastewater
treatment plants that the bidder (as a company) has accomplished in the past five (5) years. The
list shall include a minimum of three (3) projects involving water processing systems and three (3)
projects involving wastewater processing systems.

Work accomplished by an individual employee or principal of a prospective bidder, or as an
employee of any other company shall not qualify as experience by the prospective bidder.
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The list shall include, as a minimum, the following information, on each of the projects listed:

A. Name of project, description of equipment (function, size, material of construction, efc.), and
name and address of water or wastewater utility.

B. Customer contact person, title, phone number, and email address for verification of reference.

C. Description of work: to include method of surface preparation involved and square footage of
surface repaired, lined, or coated.

D. Brand name and general description of the lining and/or coating product used.

E. Method of application and an estimate of how much product was applied.

These references shall ascertain to the County’s satisfactioprthat the bidder has sufficient expertise
in the service required.

242

(EPA), The In ent Society of America (ISA), the International Standards Organization (ISO),
Occupational Safety and Health Administration (OSHA), the National Institute of Occupations
Safety Hazards (NIOSH), the National Sanitation Foundation (NSF), and the National Fire
Protection Association (NFPA). Special attention is made to OSHA’'s 29CFR 1910 regulations
relating to hazardous atmospheres in confined spaces. Contractor will be responsible for
ventilation and Personal Protection Equipment (PPE) per OSHA requirements.

It shall be the responsibility of all awarded bidders to be regularly informed and to conform to any
changes in standards issued by any regulatory agencies during the term of this contract.
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2.5

2.6

2.7

2.8

LICENSES, PERMITS AND RECORD KEEPING

The following is required in addition to the standard licenses, permits and fees requirements listed in section
1.14 of the general terms and conditions.

A. The bidder shall deliver to WASD one copy of all applications, permits, reports, records and
correspondence, within 30 calendar days of submission or receipt.

B. The bidder shall maintain a file of the above items and make this file available for inspection by the
County and others authorized by it.

C. The bidder shall maintain these files and make them avail
contract, plus five (5) years.

for inspection for the duration of the

COMPLETION OF WORK

261

26.2

connection e work, in an amount not less than $1,000,000 combined single limit per
occurrence for bodily injury and property damage.

SERVICES MAY BE ADDED

It is hereby agreed and understood that additional similar services may be added to this contract at the
County’s option. Vendor(s) under this contract shall be invited to submit price quotes for these additional
services. If these quotes are determined to be fair and reasonable, then the additional work will be awarded
to the current contract vendor(s) that offers the lowest acceptable pricing.
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The County may determine to obtain price quotes for the additional services from other vendors in
the event that fair and reasonable pricing is not obtained from the current contract vendors, or for
other reasons at the County’s discretion.

O
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3.1

3.2

3.3

SECTION 3 - TECHNICAL SPECIFICATIONS

SCOPE OF WORK

3.1.1  The specifications listed below describe the general scope of the work and the qualifications
required by the County for the provision of structural repairs and the application of protective
coatings to water and wastewater system facilities and infrastructure.

3.1.2  Any RFQ issued under this contract will include project specific scope of services, technical
specifications, plans and drawings, whether WASD plans to supply the protective coatings and
other related products, site conditions (e.g., g '
water/electric/restroom availability), and applicable tg

arifiers, contact basins, digesters,
ewater processing systems utilizing

After completion of the\wefk, the successful bidder shall thoroughly clean the inside of the tank and any
surrounding affected areas of all grit, debris, and material residue, and properly dispose of such.

PRODUCTS TO BE APPLIED

The RFQ will specify whether the protective coating material and related products will be provided by the
Water and Sewer Department (WASD) or the bidder. If provided by WASD, the specified mastic, primer,
cross-link activator, and vinyl liner material will be made available to the bidder’s work crew at the job site.
Determination of protective coating material quantities (when supplied by WASD) and/or specifications for
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each assignment will be made by the WASD. The bidder shall provide any and all necessary tools,
scaffolding, equipment, materials, and supplies.

The bidder shall be responsible for the proper and necessary use of the materials in the performance of the

work.

The protective coating materials that may be specified in a particular RFQ include, but are not necessarily
limited to the following products:

3.3.1

332

3.34

MASTIC SYSTEM

shall range from 1/4 inch minimum to 6
s point repairs). Immediately following the spray, a 30
lied chemically. It shall cross-linked to the structural

polymer sh be instdlled. A pour-applied, exothermlc mix-at-pint polymer material is then injected
into the spaceysiultaneously penetrating the substrate and cross-linking with the PVC liner. The
injected polymer thickness may range from % inch minimum to 8 inches and shall begin hardening
immediately. As with the system above, this system shall provide significant structural strength as
well as a protective barrier to the corrosive wastewater environment; corroded concrete and steel
are replaced and no mortal repair shall be necessary.

MANUFACTURER'S BRANDS OF PROTECTIVE COATING

The following is a representative listing of the manufacturers’ brands of protective coatings
presently in use by WASD. This list is neither exclusive nor complete. The County reserves the
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right to add or delete manufacturers from this group as it deems necessary and in its best interest
during the term of the contract.

The manufacturer’s brands of protective coating are:

Wol-Coat 240
Sika 123 with Armatec 110, Coastal
CPP, Epoxytec International

Uroflex Modified, Epoxytec International
Belzona 4141, Somay
Belzona 4911, Somay
Belzona 5811, Somay
Carboline 501, Somay
Carboline 510, Somay
Carboline 891, Somay
Plastite 4500S, Soma

3.4

3.5

3.6

Any RFQ\jssu
necessarilyXimi

a. No smoking oxopwq ftame ghall be permitted in any areas within a tank or on the roof of the tank or any
adjacent tanks. Tge sugcessful bidder shall provide suitable explosion proof blowers, as necessary to
make up for any lack-of ventilation and to provide comfortable working conditions for its personnel.

b. Successful bidder's personnel will be in the vicinity of raw sewage. The successful bidder shall check
with the Miami Dade County Health Department, and based on their recommendation, have its
personnel properly immunized against disease.

c. The contractor will be required to submit a safety manual; outlining the work sequence for review and
approval by WASD.
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d. The successful bidder shall coordinate with the Construction Manager to arrange mandatory Project
Safety Management (PSM) training for all his personnel who will be onsite. This training must be
completed prior to mobilization or any other work on site. The successful bidder shall also be
responsible that all on-site personnel of his subcontractors, at whatever tier, receive this training.
Contact information for the Construction Manager will be provided upon award approval.

e. A confined space entry plan must be submitted and approved prior to starting work.

f. Use warning devices such as traffic cones, barricades and warning lights to warn plant personnel of any
hazard, as considered necessary by the County.

3.7 SUPERVISION

3.8

3.9
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